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/\/\,lllll,\/\/\/_ SHANK NUT 1 1 SEE CHART BEE CHART | WELDMENT, DRAWBAR
N I N 2 8 10253 - CAPSCREW, 20MMX2.5P X 45MM, HEX, GRD10.9, PLTD
“ O “ 3 8 10256 - NUT, 20MMX2.5P, HEX, MET—LOCK, CLASS10, PLTD
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- - - - _+ ol 7 18 1942 - NUT, 1/2—13 UNC, MET—-LOCK, HX, GRC, PLTD
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/\/ 2 WASHERS EA) : _ FOR SHIPPING
06@ _ V SEE SHEET 2, STEP 7
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SHOCK HOUSING (1/2 UNC X
1 1/2 BOLTS, 2 WASHERS EACH) J A7 jow | gow | 330 FT-LBS WAS 450 FT-LBS, ADDED LOCTITE A/S
§ isd H P82 — oow | 6ew | 450 FT-LBS WAS 385-400 FT-LBS
o) ﬁ G 4439205 way | waY |385-400 FT—LBS WAS 450 FT—LBS
F P01 jyF | UMF |REVISED INSTRUCTIONS FOR CLARIFICATION
— | E P90 1 st | sTB |ADDED P/N 13671
orrsel Iﬁ..l/i( I —~ \ D 8422490 51 | gy |ADDED P/N 13450; 12520 WAS 11460
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D) NOTE 7
00 B F50%2>— DH | JY |ADDED P/N 11577 &11578
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ega / \ REV —rmtles— BY | CHK'D REVISION
DRAWBAR/SIDE CHANNEL Scale
NO FASTENERS REQUIRED FOR THIS HOLE
UNLESS STIFF LEG IS USED (HOWEVER, LO_NZ._,.zmmukm mm0>_mu._.mv. ‘_\m ﬁ
FASTENER IS PROVIDED IN ALL CASES) @QG SIDE CHANNEL Dote
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\Um><<_w>m REPLACEMENT PROCEDURE: ITEM QrY PART No.

1. SUPPORT THE TAILPLATE AND FRONT END OF DOLLY SUCH THAT THE SIDE CHANNELS ARE LEVEL AS INDICATED BY USING A BUBBLE
LEVEL. BE SURE THAT WHEN THE DRAWBARS ARE REMOVED THE DOLLY WILL NOT FALL BACKWARDS BY REMOVAL OF THE FRONT END
WEIGHT.

2. REMOVE THE VALVE PLATE FASTENERS ON THE SIDE/S WITH THE DAMAGED DRAWBAR/S (ALL VALVE PLATE FASTENERS IF BOTH
DRAWBARS ARE TO BE REPLACED).

3. DETACH THE AIRLINES, AND ELECTICAL HARNESS FROM THE DAMAGED DRAWBAR/S. THE ELECTRICAL AND AIR SYSTEM COMPONENTS
MAY HAVE TO BE DETACHED FROM THE CROSSMEMBER AS WELL IF BOTH DRAWBARS REQUIRE REPLACEMENT.

4. REMOVE THE EYE AND SHANK COMPONENTS INCLUDING THE EYE & SHANK, SAFETY WIRE ASSY, SHANK NUT, AND THE SHOCK
ABSORBER BUSHINGS.

5. REMOVE THE DRAWBAR/CROSSMEMBER FASTENERS ON THE SIDE OF THE DAMAGED DRAWBAR/S.

6. REMOVE DAMAGED DRAWBAR OR DRAWBARS BY USE OF STANDARD IMPACT TOOLS. THE MAXIMUM TORQUE REQUIRED TO REMOVE THE
12MM HUCKS FOR THE SHOCK HOUSING & CROSSMEMBER AND THE 20MM DRAWBAR HUCKS IS 200 FT-LBS & 300 FT-LBS
RESPECTIVELY. IF THIS CAN'T BE ACCOMPLISHED, THEN REMOVAL CAN BE DONE BY CUTTING THRU THE HUCK BOLT COLLARS EDGEWISE,
INTO THE SIDE OF THE COLLAR (AN ABRASIVE WHEEL OR CUTTING DISC MAY BE USED. DO NOT USE A TORCH OR THE E—COAT FINISH

WILL BE DAMAGED AND THE NEW JOINT INTEGRITY MAY BE DIMINISHED). CUT SUCH THAT THE ENTIRE ROUND SECTION WILL BE
REMOVED WITH THE HEX SECTION REMAINING. THIS WILL FREE THE HUCK COLLAR FROM THE HUCK PIN. CUT THE DRAWBAR TO SIDE
CHANNEL & CROSSMEMBER HUCKS FROM THE DAMAGED SIDE FIRST. THEN CUT THE SHOCK HOUSING HUCKS.

_v._._._m REPLACEMENT DRAWBAR MAY BE A SLIGHTLY DIFFERENT DESIGN FROM THE ORIGINAL EQUIPMENT

DRAWBAR. ALIGNMENT WITH THE CROSSMEMBER HOLES MAY BE AFFECTED. |IF THIS IS THE CASE THEN MATCH DRILL THE OLD
CROSSMEMBER TO THE NEW DRAWBAR AFTER STEP 14 WHEN ALL FASTENERS HAVE BEEN TORQUED. ALSO, IF A JACK MOUNT EXISTS
ON THE OLD DRAWBAR, CUT IT OFF WITH A TORCH AND WELD IT ON THE NEW DRAWBAR. THIS WILL OF COURSE REQUIRE TOUCH UP
PAINTING ( AN ALTERNATIVE IS TO PURCHASE THE NEWER IMPROVED CENTER—MOUNT JACK SYSTEM WHICH WILL REQUIRE A NEW VALVE
PLATE AS WELL).

8. *USE (12) 1/2 UNC X 1-1/2 GRD 8 BOLTS WITH LOCK NUTS AND HARDENED WASHERS PROVIDED IN THE DRAWBAR KIT FOR (8)
SHOCK HOUSING HOLES & (4) CROSSMEMBER HOLES FOR EACH DAMAGED SIDE. THE LOWER MIDDLE HOLE IS SPECIFICALLY FOR THE
SUPPORT LEG.

9. POSITION THE NEW DRAWBAR/S IN PLACE WITH THE DIVIDING WASHERS INSTALLED AS ILLUSTRATED.

10. *LOOSELY INSTALL ALL SHOCK HOUSING & CROSSMEMBER BOLTS. USE ONE (1) WASHER ON EACH END OF EACH BOLT (2 PER
BOLT). FOR ANY SHOCK HOUSING HOLES THAT DON'T ALLOW BOLTS TO PASS THROUGH, DRILL WITH 17/32 DRILL BIT.
FRrockokoRk DO NOT>>>>>DRILL HOLE SIZE TO GREATER THAN 9/16.

11. *USE THE 20MM GRADE 10.9 BOLTS AND LOCK NUTS PROVIDED WITH HARDENED WASHERS FOR THE (8) SIDE CHANNEL HOLES PER
DRAWBAR. USE ONE (1) HARDENED WASHER ON EACH END OF EACH SIDE CHANNEL BOLT (2 PER BOLT). INSTALL ALL THE DRAWBAR
FASTENERS PRIOR TO TIGHTENING.

12. *INSTALL THE VALVE PLATE WITH THE NEW FASTENERS PROVIDED — (3) 1/2 UNC X 1—1/2 BOLTS PER DAMAGED DRAWBAR SIDE.
USE THE GRD 8 LOCK NUTS & HARDENED WASHERS PROVIDED. APPLY ONE (1) WASHER ON EACH END OF EACH BOLT (2 PER BOLT).
13. BE SURE SHOCK HOUSING IS LEVEL. THEN SNUG ALL DRAWBAR FASTENERS IN THE FOLLOWING ORDER PRIOR TO TORQUING THEM:
(1) SIDE CHANNEL, (2) SHOCK HOUSING, (3) VALVE PLATE, AND (4) CROSSMEMBER. TORQUE ALL FASTENERS IN THE SAME ORDER.
14. ADD LOCTITE ANTI-SIEZE #34026 AND TORQUE 20 MM DRAWBAR BOLTS TO *¥¥kx*x33( FT—| BSHkkkkkok, b 9

15. *TORQUE SHOCK HOUSING, VALVE PLATE, AND CROSSMEMBER BOLTS TO ¥¥¥*¥xxxQ(Q FT—[BS**¥¥¥**xx

16. REINSTALL THE EYE AND SHANK COMPONENTS. TIGHTEN THE SHANK NUT SUCH THAT THERE ARE ONLY 3 THREADS EXPOSED
BEYOND THE SHANK INSIDE THE NUT. WORN BUSHINGS MAY REQUIRE FEWER THREADS EXPOSED. FINALLY, REATTACH THE SAFETY WIRE.

* ONLY THE FASTENERS INCLUDED IN THIS KIT HAVE BEEN TESTED AND APPROVED FOR THE DRAWBAR KIT INSTALLATION. MAKE NO

DWG No. DESCRIPTION I
KIT P/N DWB P/N| OFFSET

DESCRIPTION HT (in)
11063 (18") T1432 (CS)| —10.5
11064 (18") 11431 (RS)| —10.5
12113 (18”) UPS 72520 (CS)| —10.5
13450 (187) UPS 72527 (RS)| —10.5
11065 (217) 11435 (CS)| -7.5
11066 (217) 11434 (RS) | -7.5
11067 (237) 11438 (CS)| -55
11068 (237) 11437 (RS)| -5.5
11070 (257) 11447 (CS) | -3.5
11071 (257) 11440 (RS)[ -35
11072 (277) 11444 (CS)| —1.5
11073 (277) 11443 (RS)| —1.5
11074 (28 1/27) 11447 (CS) 0
11075 (28 1/27) 11446 (RS) 0
11076 (307) 11450 (CS)| +1.5
11077 (307) 11449 (RS)| +1.5
11078 (327) 11453 (CS)| +3.5
11079 (327) 11452 (RS)| +3.5
11577 (327) 11391 (CS) +3.5
11578 (327) 11452 (RS) | +3.5
10848 (347) 71456 (CS)| +5.5
10849 (347) 77455 (RS)[ +55

A\ 13671 (347) 73792 (CS)| +5.5

A\ [ 11084 (367) 11459 (CS)| +7.5

W 12114 (367) 11488 (CS)| +7.5
11085 (367) 11458 (RS)| +7.5

SHEET 2 OF 2
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